
SYSTEMS12 People. Innovation. Safety.

pei tel Communications GmbH, Potsdamer Straße 12 B, D-14513 Teltow,

Tel.: +49 (0) 3328 . 35 16 0, Fax: +49 (0) 3328 . 35 16 16, info@peitel.de, www.peitel.de

Specifications subject to change. Product may differ from image.10.09.2010

P
TC

ar
P

h
o

n
e 

3 
G

P
S

Product:
Characteristics
n   Includes all PTCarPhone 3 features

n GPS positioning

n Can automatically record all routes

n Data transmission via SMS, E-Mail or

 FTP-Server with GPRS/EDGE

n Data logger (incl. GPS-Data)

n Interface for second handset

Application Range
n  For retrofitting into vehicles

Accessories
n  HA88 handset

n  PTPhoneManager II

n  Gooseneck microphone ME251

Scope of Delivery
n  Handset with cradle

n Loudspeaker

n Hands-free microphone

n Electronics box with integrated

 GPS module

n Extension cable for handset (2.5 m)

n Cable set incl. interface

n Quick user manual

Technical Data:
Dimensions & cable length

Electronics box:  Height 140 mm, Width 50 mm, Depth 35 mm

Handset:  Height 160 mm, Width 50 mm, Depth 25 mm

Loudspeaker:  Height 60 mm, Width 100 mm, Depth 45 mm

Hands-free microphone:  Cable length 3 m

Extension cable:  Cable length 2.5 m

Cable set:  Length 2 m

Specifications

Capacity: Storage for 1000 phone numbers

Display:   96 x 54 with 70 dpi resolution

Supporet Languages:  D, US, GB, FR, ESP, ITA, NL

Networks:  GSM 850/900/1800/1900 MHz

Operating temperature:  -20 °C to +70 °C (-4 °F to +158 °F)

Storage temperature: -40 °C to +85 °C (-40 °F to +185 °F)

Interfaces: RS232, GPRS

Operation voltage (DC): 10.8 V to 32 V

e1 approval number: 035674

Further information at: www.ptcarphone.eu




